	FERTIN - TECHNISCHE DATEN

		Model
	FLB 20
	20EX
	30EX
	38EX
	46EX

	Impedance [Ohm]
	8
	8
	8
	8
	8

	Inductance [mH]
	0,25
	0,25
	0,67
	0,50
	0,50

	Power capacity [Watt]
	40
	50
	75
	100
	100

	Sensitivity [dB]
	94
	98
	96
	100
	100

	Voice Coil D [mm]
	38
	38
	63.50
	77
	77

	Flux Density [Tesla]
	1,12
	1,4
	1,23
	1,26
	1,26

	Total Flux [Maxwell]
	160.000
	200.000
	440.000
	550.000
	550.000

	Moving Mass [g]
	16
	18
	64
	89
	163

	Mechanical Compliance 
[Cms m/N]
	0,000925
	0,000850
	0,000255
	0,000316
	0,000290

	Resonance Frequency 
[Fs-Hz]
	42
	42
	42
	30
	23

	Mechanical Efficiency 
Factor [Qms average]
	12,88
	16,20
	6
	3,84
	2,56

	Equivalent Air Volume 
[Vas]
	52
	48
	76
	295
	500

	Displacement of 
Diaphragma [X max. mm]
	+/-3
	+/-3
	+/-3
	+/-3
	+/-3

	Voice Coil Resistance 
[Ohms]
	6,4
	6,4
	6,0
	5,0
	5,0

	Effective Diaphragm 
Area [Sd m²]
	0,02
	0,02
	0,049
	0,083
	0,11



	













 EX-MODELS: DATA VARIATION WITH VOLTAGE




	BL Factor
	  7,5 volts
	
	7,880
	6,61
	10,610
	17,62 
	20,14

	 
	10,0 volts
	
	 
	7,510
	12,890
	 21,58
	24,26

	 
	 12,5 volts 
	
	 
	8,260
	15,350
	 25,39
	27,10

	Total efficiency factor QT
	   7,5 volts
	
	 0,420
	 0,642
	 0,780
	  0,25
	  0,26

	 
	 10,0 volts
	
	 
	 0,502
	 0,550
	  0,17
	  0,18

	 
	 12,5 volts
	
	 
	 0,420
	 0,400
	  0,13
	  0,15

	Electrical eff. factor Qe
	  7,5 volts
	
	 0,435
	 0,900
	 0,668
	  0,27
	  0,29

	 
	 10,0 volts
	
	 
	 0,518
	 0,610
	  0,18
	  0,20

	 
	 12,5 volts
	
	 
	 0,428
	 0,430
	  0,14
	  0,16



  
	 POWER CONDITIONS FOR EX-MODELS



	Power supply                    
	 12,0 - 13,8 V
	1,5 A
	1,7 A
	2,5 A
	2,5 A

	Consumption [W]
	 
	 20,0 
	23,0 
	34,0 
	34,0 
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	 MOUNTING INFORMATION



	Overall diam. [mm]           
	230
	230
	310 / 328
	410 / 388
	480 / 450

	Bolt circle diam. [mm] 
	216
	216
	312
	392
	458

	Depht [mm] 
	 110
	150
	208
	235
	250

	Net weight [kg] 
	 4,3
	8,0
	 12,0
	 18,0
	 18,0






